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Lower mount (radial)

NS 50, 63, centre back mount

Ordering information
Model / Nominal size / Scale range / Process connection / Connection location / Options

Dimensions in mm
Standard version
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NS 100, lower back mount

NS Dimensions in mm Weight in kg
a b ±0.5 b2 ±0.5 D1 D2 e f G h ±1 SW

50 12 30 55 55 50 5.5 - G ¼ B 48 14 0.15
63 13 32 56 68 62 6.5 - G ¼ B 54 14 0.21
100 15.5 48 81.5 107 100 8 30 G ½ B 87 22 0.80

Process connection per EN 837-1 / 7.3
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Lower mount (radial)

NS 50, 63, centre back mount

Ordering information
Model / Nominal size / Scale range / Process connection / Connection location / Options
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NS 100, lower back mount

NS Dimensions in mm Weight in kg
a b ±0.5 b2 ±0.5 D1 D2 e f G h ±1 SW

50 12 30 55 55 50 5.5 - G ¼ B 48 14 0.15
63 13 32 56 68 62 6.5 - G ¼ B 54 14 0.21
100 15.5 48 81.5 107 100 8 30 G ½ B 87 22 0.80

Process connection per EN 837-1 / 7.3 www.rm-suttner.com

•	� Pressure gauge with bourdon tube

•	 Design: EN 837-1

•	 Filling liquid clycerine

•	 Movement and Connection: Brass

•	 Case, stainless steel, natural finish 1.4301

•	 Ring: crimped triangular bezel, stainless steel,  
	 glossy finish

•	 NS: 50 / 63 mm

•	 Connection: G 1/4 B male, SW 14, brass

•	 Accuracy class: 1.6

Bourdon tube pressure gauge from WIKA with 
lower or back mount connection

WIKA bourdon tube  
pressure gauge

Media: for gaseous  
and liquid media that 

are not highly viscous or 
crystallising and will not 

attack brass parts.

Especially robust design:  
pressure gauges are 

available with lower or 
back mount connection.

Specifications

NS (mm) 50 / 63

accuracy class NG: 1.6

Permissible temperature 
Ambient:
Medium:

 -20 bis +60° C
 + 60° C max.

Connection
M ¼ B, SW 14

Brass

Case

Sealing towards process connection  
with O-ring. 

With all scale ranges, the filling plug can be 
vented for inter-nal pressure compensation.

Filling liquid Glycerine

Vibration and 

shock-resistant

Movement and connection: 
brass

For measuring points 
with high dynamic 
pressure loads and 

vibrations.

Applications:

- ���hydraulics
- ���HP-cleaning
- compressors
- shipbuilding
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WIKA bourdon tube  
pressure gauge

new

new

new

new

 50 mm. 1/4" M. Housing stainless steel.  
Inlet at the bottom. Type WIKA

 50 mm. 1/4" M. Housing stainless steel.  
Inlet at the back. Type WIKA

 63 mm. 1/4" M. Housing stainless steel.  
Inlet at the back. Type WIKA

  63 mm. 1/4" M. Housing stainless steel.  
Inlet at the bottom. Type WIKA

R+M Nr.	 pressure range
549 352	 0 - 250 bar . 0 - 4,000 PSI
549 452	 0 - 400 bar . 0 - 6,000 PSI

R+M Nr.	 pressure range
548 352	 0 - 250 bar . 0 - 4,000 PSI
548 432	 0 - 400 bar . 0 - 6,000 PSI

R+M Nr.	 pressure range
548 102	 0 - 100 bar . 0 - 1,500 PSI
548 202	 0 - 160 bar . 0 - 2,500 PSI
548 302	 0 - 250 bar . 0 - 4,000 PSI
548 402	 0 - 400 bar . 0 - 6,000 PSI
548 631 000	 0 - 1,000 bar . 0 - 15,000 PSI 

R+M Nr.	 pressure range
549 102	 0 - 100 bar . 0 - 1,500 PSI
549 202	 0 - 160 bar . 0 - 2,500 PSI
549 302	 0 - 250 bar . 0 - 4,000 PSI
549 402	 0 - 400 bar . 0 - 6,000 PSI
549 502	 0 - 600 bar . 0 - 8,000 PSI

High pressure gauges glycerine filled


