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easyfoam365+ Injector ST-162

Ideal for mounting  
in panels 

stainless steel

Including 1 Set  
of dosing  

nozzles

Excellent foam  
characteristics espe-
cially in low pressure 

applications

Inlet: 3/8" f

Outlet:  
1/2" f

Chemical intake with 
intergrated check valve

Air-intake with  
hose barb 9 mm

new

Easy panel installation: The grey plastic ring can be 
loosened with 2 cross-head screws and the selector lever 

can be removed effortlessly with the aid of an Allen key.

Wall mount:  
suitable to standard wall mount  
(R+M Nr. 200 168 420)

3/8" F: 1/2" F - hose tail 9 mm. Injector ST-162 
incl. 10 exchangeable nozzle inserts (0.5 - 2.0 
mm) for regulation of chemical dosing

Selection lever:  
to change between  
foaming and rinsing.

R+M Nr.	
200 162 500	 1.2 mm
200 162 501	 1.3 mm
200 162 502	 1.4 mm
200 162 503	 1.5 mm
200 162 504	 1.6 mm
200 162 505	 1.7 mm
200 162 506	 1.8 mm
200 162 507	 1.9 mm
200 162 508	 2.0 mm
200 162 509	 2.1 mm
200 162 510	 2.2 mm
200 162 511	 2.3 mm
200 162 512	 2.4 mm
200 162 513	 2.5 mm
200 162 514	 2.8 mm

• ����� Material: Stainless steel.

• ��For intake of one kind of chemicals and  
compressed air.

• ����� �Simple panel mount set up. 

• ����� Suitable for stanard wall mount.

• �Improved foam characteristics due to  
symmetric air blow-in around the diffusor nozzle.  

• �Air flow regulation by stainless steel nozzle 
inserts. (Catalog page 183)

• ����� Max. 350 bar / 100 °C

easyfoam365+ Injector ST-162: Panel mount version of 
ST-167/168


